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HPLED T 
The HPLED T bi-colour, reflects the HPLED re-lamping engine series properties but it integrates arrays of LEDs to 
tune colour temperatures of the light as of 3000°K to 5700°K securing the CRI-90 rate stable at all times.The 
nonpareil flexibility of the HPLED T bi-colour allows users to vary colour temperatures to span between 3000°K to 
5600°K with the use of the same unit. Similarly the HPLED ranges, the T bi-colour model is a flicker-free operation 
and accounts for the on-board display board for a 16 bit dimming with 2 selectable curves, simulating halogen or 
discharge lamp based fixtures; electronics operates unit via ready RDM and or DMX Protocols and does away 
with obsolete dimmers.The rear section of the HPLED embeds functions to expedite fixture operations, such as 
convenient IN/OUT 5-pin XLR and Power-Con connectors. Power consumption of HPLED T bi-colour does not 
exceed the 170W and the low heat emission allows the use of instant gobos from standard printers. Additionally 
HPLED T bi-colour electronics flaunts double lens optics set with multiple anti- reflection coatings. 

Product of Italy. (Designed and manufactured by Lites s 
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Photometric data LED 3000°K  
Measurements carried out using a pattern of 42 LEDs 3000°K CRI 90 for a 
period of 30 minutes at 25°C room temperature using a 25° ETC ‘s optics. 
. Data are informatory and not binding 

 
Source 4 
optics 19° 

Distance m 4 m 6 m 8 m 10 m 12 m 14 m 
Lux 3750 1667 938 600 417 306 
Diameter ø m 1,20 1,8 2,40 3,0 3,6 4,2 

 
Source 4 
optics 26° 

Distance m 4 m 6 m 8 m 10 m 12 m 14 m 
Lux 2734 1215 684 438 304 223 
Diameter ø m 1,65 2,48 3,31 4,41 4,97 5,79 

 
Source 4 
optics 36° 

Distance m 4 m 6 m 8 m 10 m 12 m 14 m 
Lux 1688 750 422 270 188 138 
Diameter ø m 2,32 3,48 4,64 5,81 6,97 8,13 

 
Source 4 
optics 50° 

Distance m 4 m 6 m 8 m 10 m 12 m 14 m 
Lux 766 340 191 123 85 63 
Diameter ø m 3,73 5,59 7,46 9,32 11,19 13,05 

Photometric data LED 5700°K 
Measurements carried out using a pattern of 42 LEDs 5700°K CRI 90 for a 
period of 30 minutes at 25°C room temperature using a 25° ETC ‘s optics. 
. Data are informatory and not binding 

 
Source 4 
optics 19° 

Distance m 4 m 6 m 8 m 10 m 12 m 14 m 
Lux 3781 1681 945 605 420 309 
Diameter ø m 1,20 1,8 2,40 3,0 3,6 4,2 

 
Source 4 
optics 26° 

Distance m 4 m 6 m 8 m 10 m 12 m 14 m 
Lux 2750 1222 688 440 306 224 
Diameter ø m 1,65 2,48 3,31 4,41 4,97 5,79 

 
Source 4 
optics 36° 

Distance m 4 m 6 m 8 m 10 m 12 m 14 m 
Lux 1706 758 427 273 190 139 
Diameter ø m 2,32 3,48 4,64 5,81 6,97 8,13 

 
Source 4 
optics 50° 

Distance m 4 m 6 m 8 m 10 m 12 m 14 m 
Lux 781 347 195 125 87 64 
Diameter ø m 3,73 5,59 7,46 9,32 11,19 13,05 

 

        Dimensions: 

 

 

 

 

 

 

 

 

Data provided are informatory only and not binding. Values/Data/ and other information may be             
changed without notice. 

Technical specifications 
Power Supply:  100 – 240 V ~  50/60Hz auto-setting 
(single-phase) 
Maximun power consumption: 170 W 
Stand-by power consumption: 5 W 
cos Ø 0,98 
Minimun room temperature:  -10°C 
Maximum room temperature: 35°C 
Led arrays : 3000°k  end  5700°k 
Minimun CRI : 90  
Double lens optics with multiple anti-reflection coatings 
Led life 50.000 Hrs (see manufacturer’s specifications) 
Protection grade:IP20 (HOUSE HPLED in original ETC S4 
only) 
Working position: any 
Datum Protocols: DMX 512, and-or RDM ready 
Power connectors: Neutrik IN – OUT power con connectors 
Data connectors: IN – OUT Neutrik  XRL 5  
User interface: 4 digit display  and 4 keys 
Manual operation: via keys provided on the display 
Control of led frequency: selection of led frequency refresh 
Fan control: fan speed adjustments 
Dimming curves control: selection of two dimming curves 
control 
Net weight: 2,03 kg 
Packed weight: 3 kg 
Pack volume 0,012 m3 

Compliant to :           


