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HPLED II C6 
 “colour RGBACL ”  
Retrofit for Source Four (ETC) 

 
 
 
 
 
 

HPLED II C6 Colour is a retrofit module that allows a traditional Source Four (ETC) ellipsoidal fixture with a halogen 
lamp to be upgraded into an efficient 6-color LED ellipsoidal (red, green, blue, amber, cyan, lime). Thanks to the 
LED technology used, it delivers a very wide color gamut with excellent coverage of the color spectrum. HPLED II 
C6 has been designed to meet the needs of the most demanding lighting designers in terms of dimming 
performance, color mixing, variable white, beam uniformity, and light quality. Installation is simple and fast. By 
installing the module, it is possible to eliminate traditional phase-control dimmers and obtain direct control of the 
fixture via a DMX 512 signal. With the HPLED II series, operating costs are reduced, including electricity 
consumption (175 W), air conditioning, maintenance, and lamp replacement, without the need to purchase new 
LED fixtures. Made in Italy. 

 

 

 

General Specifications: 

•  6-color RGBACL COB LED 
• CCT: 2300 K – 10,000 K 
• CRI: 93 to 98 depending on the selected white 
• LED lifetime (L80, hours at 80% output): 50,000 hours 
• 10 white presets selectable from the display, from 2300 K to 10,000 K 
• 30 preset colors selectable from the display 
• Halogen lamp behavior emulation during light intensity dimming 
• 4 programmable programs for operation without a DMX controller 
• Dimmer: 8 or 16 bit, 4 selectable curves (Quad, Quad2, Scur, Line) 
• Flicker-free control for cameras, frequency range from 1 kHz to 10 kHz 
• Smooth dimming (Sfast, Fast, Med, Slow) 
• Synchronized electronic strobe (0 to 28 Hz) 
• Modes: 8 DMX modes (2 ch, 6 ch, 9 ch, 12 ch, 16 ch, 16F ch, HSI, RGB) 
• RDM (Remote Device Management) 
• Fan with four selectable speeds (LOW, MEDL, MEDH, AUTO), noise level from 12 dB to 32 dB 
• Display with four buttons
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Compatible Optics: 

• Compatible with standard lenses: 5° 
• Compatible with standard lenses: 10° 
• Compatible with standard lenses: 14° 
• Compatible with standard lenses: 19° 
• Compatible with standard lenses: 26° 
• Compatible with standard lenses: 36° 
• Compatible with standard lenses: 50° 
• Compatible with HD lenses: 19° 
• Compatible with HD lenses: 26° 
• Compatible with HD lenses: 36° 
• Compatible with HD lenses: 50° 
• Compatible with Zoom 15°–30° 
• Compatible with Zoom 25°–50° 

Electrical Specifications: 

• Power supply: 100–240 V ~ 50/60 Hz, autosetting 
• Power consumption: 170 W, cosφ 0.98 
• Electrical connection via Neutrik Power connectors (IN and OUT) 
• Signal connectors: Neutrik XLR 5-pin (IN and OUT) 
• Firmware update via DMX connectors 

Compliance: 
• Compliant with applicable standards 

 

Thermal Specifications: 

• Ambient temperature (Ta): –10 °C to 35 °C 
• Temperature sensor on the LED 
• Temperature sensor on the driver board 

Dimensional Specifications: 

• See drawing 
• Net weight: 2.49 kg 
• Weight with packaging: 3.3 kg 
• Packaging volume: 0.012 m³ 
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White 5600° CRI 98                         White 5600° CURVE 
 
The information contained in this document has been carefully prepared and checked. However, no responsibility is 
assumed for any inaccuracies. Lites srl reserves the right to make changes or functional modifications at any time 
without prior notice. 

Photometric data LED  3200°K CRI 98 
Indicative measurements taken at the center with the fixture powered on for 30 minutes at an ambient temperature of 25 °C. 

 Distance  m 4 m 6 m 8 m 10 m 12 m        14 m 
19°HD optics 
Source Four 

Lux  6350 2822 1588 1016 706 518 
Diameter   ø m 1,20 1,8 2,40 3,0 3,6 4,2 

26°HD optics 
Source Four 

Lux  2953 1313 738 473 328 241 
Diameter   ø m 1,65 2,48 3,31 4,41 4,97 5,79 

36°HD optics 
Source Four 

Lux  1688 750 422 270 188 138 
Diameter   ø m 2,32 3,48 4,64 5,81 6,97 8,13 

50°HD optics 
Source Four 

Lux  750 333 188 120 83 61 
Diameter   ø m 3,73 5,59 7,46 9,32 11,19 13,05 

 

Photometric data LED  5600°K CRI 98 
Indicative measurements taken at the center with the fixture powered on for 30 minutes at an ambient temperature of 25 °C. 

 Distan ce m 4 m 6 m 8 m 10 m 12 m        14 m 
19°HD optics 
Source Four 

Lux  6710 2982 1678 1074 746 548 
Diameter  ø m 1,20 1,8 2,40 3,0 3,6 4,2 

26°HD optics 
Source Four 

Lux  3172 1410 793 508 352 259 
Diameter   ø m 1,65 2,48 3,31 4,41 4,97 5,79 

36°HD optics 
Source Four 

Lux  1828 813 457 293 203 149 
Diameter   ø m 2,32 3,48 4,64 5,81 6,97 8,13 

50°HD optics 
Source Four 

Lux  797 354 199 128 89 65 
Diameter   ø m 3,73 5,59 7,46 9,32 11,19 13,05 

 
 
 
 

                                 
                                 White 3000° CRI 98                         White 3000° CURVE 

 
 

 


