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Lites Profile  T 
 “tunable 3000°K -5700°K” 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Lites Profile T (tunable white) is an LED profile spotlight with variable white, allowing the white tone to be 
adjusted smoothly from very warm tones (3000 K) to very cool tones (5700 K). The adoption of this 
technology offers flexibility and precision that traditional lamps cannot guarantee. In addition, it provides 
savings on filters (gels), as corrective filters (CTO or CTB) are no longer required to change the color 
temperature. This results in less waste and faster setup times. High color rendering (CRI/TLCI): CRI 96 
at 3000°K and CRI 94 at 5700°K, ensuring that the colors of illuminated objects appear natural. The 
versatility of tunable white profile spotlights makes them ideal for applications where the quality of “white” 
light is a key design element, such as television studios, theatres, museums, trade shows, and more.  
Lites Profile T offers smooth dimming, with the ability to fade from 100% to 0% without “steps” or 
flickering, especially during slow fades. It is equipped with power-con IN/OUT connectors, DMX 
connectors, and a display, and can be controlled directly via DMX and RDM. Other important features 
include a 16-bit adjustable dimmer, fan speed control, and four different dimming curves. It also allows 
the use of gobos printed on transparent film (easy to produce) and is compatible with original ETC 
lenses.
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General Specifications: 

•   LED array 
•  CRI: 96 for 3000 K LED, CRI 94 for 5700 K LED 
•  LED lifetime (L80, hours at 80% output): 50,000 hours 
•  10 presets selectable from the display for manual use without a DMX signal 
•  2 programmable programs for operation without a DMX controller 
•  Dimmer: 8 or 16 bit, 4 selectable curves (Quad, Quad2, Scur, Line) 
•  Flicker-free control for cameras, frequency range from 1 kHz to 10 kHz 
•  Smooth dimming (Sfast, Fast, Med, Slow) 
•  Synchronized electronic strobe (0 to 28 Hz) 
•  Modes: 5 DMX modes (2 ch, U2 ch, 3 ch, 4 ch, 9 ch) 
•  RDM (Remote Device Management) 
•  Fan with four selectable speeds (LOW, MEDL, MEDH, AUTO), noise level from 12 dB to 32 dB 
•  Display with four buttons 

Compatible Optics: 

•  Compatible with standard lenses: 5° 
•  Compatible with standard lenses: 10° 
•  Compatible with standard lenses: 14° 
•  Compatible with standard lenses: 19° 
•  Compatible with standard lenses: 26° 
•  Compatible with standard lenses: 36° 
•  Compatible with standard lenses: 50° 
•  Compatible with HD lenses: 19° 
•  Compatible with HD lenses: 26° 
•  Compatible with HD lenses: 36° 
•  Compatible with HD lenses: 50° 
•  Compatible with Zoom 15°–30° 
•  Compatible with Zoom 25°–50° 

Electrical Specifications: 

•  Power supply: 100–240 V ~ 50/60 Hz, autosetting 
•  Power consumption: 170 W, cosφ 0.98 
•  Electrical connection via Neutrik Power connectors (IN and OUT) 
•  Signal connectors: Neutrik XLR 5-pin (IN and OUT) 
•  Firmware update via DMX connectors 

Compliance: 

•  Compliant with applicable standards 

Thermal Specifications: 

•  Ambient temperature (Ta): –10 °C to 35 °C 
•  Temperature sensor on the LED 
•  Temperature sensor on the driver board 

Dimensional Specifications: 

•  See drawing 
•  Net weight: 7.5 kg 
•  Weight with packaging: 9,0 kg 
•  Packaging volume: 0.012 m³Volume imballo 0,0394 m³ 
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White 5700° CRI 94                        White 5600° Curve 

 

The information contained in this document has been carefully prepared and checked. However, no responsibility is 
assumed for any inaccuracies. Lites srl reserves the right to make changes or functional modifications at any time 
without prior notice.. 

Photometric data LED  3000°K CRI 96 
Indicative measurements taken at the center with the fixture powered on for 30 minutes at an ambient temperature of 25 °C. 

 Distan ce m 4 m 6 m 8 m 10 m 12 m        14 m 
Ottica 19°HD 

 
Lux  3317 1474 829 531 369 271 

Diamet er ø m 1,20 1,8 2,40 3,0 3,6 4,2 

Ottica 26°HD 
 

Lux  2280 1013 570 365 253 186 
Diamet er ø m 1,65 2,48 3,31 4,41 4,97 5,79 

Ottica 36°HD 
 

Lux  1523 677 381 244 169 124 
Diamet er ø m 2,32 3,48 4,64 5,81 6,97 8,13 

Ottica 50°HD 
 

Lux  856 381 214 137 95 70 
Diamet er ø m 3,73 5,59 7,46 9,32 11,19 13,05 

 

Photometric data LED  5700°K CRI 94 
Indicative measurements taken at the center with the fixture powered on for 30 minutes at an ambient temperature of 25 °C. 

 Distan ce m 4 m 6 m 8 m 10 m 12 m        14 m 
Ottica 19°HD 

 
Lux  3841 1707 960 615 427 314 

Diamet er ø m 1,20 1,8 2,40 3,0 3,6 4,2 
Ottica 26°HD 

 
Lux  2667 1185 667 427 296 218 

Diamet er ø m 1,65 2,48 3,31 4,41 4,97 5,79 

Ottica 36°HD 
 

Lux  1775 789 444 284 197 145 
Diamet er ø m 2,32 3,48 4,64 5,81 6,97 8,13 

Ottica 50°HD 
 

Lux  781 347 195 125 87 64 
Diamet er ø m 3,73 5,59 7,46 9,32 11,19 13,05 
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